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TYPE A 


SPECIFICATIONS—general —All toilet com¬ 
partments shall be Type "A” as manufactured 
by Robart Partitions, Inc.* 

dividing panels and doors —panels and doors shall be 1" 
thick, fabricated of two sheets of 20-gauge stretcher-leveled 
furniture steel,** assembled over and cemented under pres¬ 
sure to a honeycomb core insulation. Face plates of the 
panels and doors shall have formed edges, sealed with 
continuous oval crown locking molding. Molding mitered 
and welded at corners, then ground smooth. 



TYPE AC 
CEILING HUNG 


SPECIFICATIONS—general —All toilet com¬ 
partments shall be Type "AC” as manufactured 
by Robart Partitions, Inc.* 

dividing panels and doors— panels and doors shall be 1 " 
thick, fabricated of two sheets of 20-gauge stretcher leveled 
furniture steel,** assembled over and cemented under pres¬ 
sure to a honeycomb core insulation. Face plates of the 
panels and doors shall have formed edges, sealed with 
continuous oval crown locking molding. Molding mitered 
and welded at corners, then ground smooth. 

pilasters—pilasters shall be independently suspended. 
in thickness, fabricated of two sheets of 16-gauge steel 


pilasters —pilasters shall be independently mounted. 70" 
in height, in thickness, fabricated of two sheets of 

16-gauge steel welded together and finished in the same 
manner as panels and doors. Pilasters to be securely anchored 
to floor by means of a bar-type anchoring and leveling 
device built integral within the pilaster, secured by 
stud bolts anchored in expansion shields below the finished 
floor. A 3" high stainless-steel floor plinth covers level¬ 
ing device. 

hardware and fittings — top of doors and pilasters shall 
be on the same horizontal plane. Doors shall be mounted 
on brass chrome-plated brackets, and equipped with con¬ 
cealed ball-bearing roller hinges. The upper pivot assembly 
shall be mounted in a recess in the edge of the door. Door 
shall be fitted with a combination keeper and bumper, slide 
latch and coat hook with rubber-tipped bumper. (Door pulls 
and two-prong coat hooks supplied with outswing doors.) 
Wall and panel brackets shall be manufactured of 12-gauge 
steel, enamelled to match partitions. Chrome-plated brackets 
optional.*** Latches, coat hooks and panel brackets supplied 
with chrome-plated theft-proof screws. 

finish —all metal parts shall be thoroughly cleaned, leaving 
a phosphate deposit primed with zinc chromate primer, 
and finished with two coats of baked-on enamel, in colors 
of user’s choice, baked at 420°F. 


welded together and finished in the same manner as panels 
and doors. Pilasters to be supported entirely from the ceil¬ 
ing by means of a bar-type anchoring and leveling device 
built integral within the pilaster, secured by stud bolts 
anchored to the beam. The supporting beam to be built into 
the ceiling, by others. A 3" high stainless steel plinth covers 
leveling device. 

hardware and fittings —bottoms of doors and pilasters 
shall be on the same horizontal plane ... no hardware 
extending below the bottom line. Doors shall be mounted 
on brass chrome-plated brackets, and equipped with con¬ 
cealed ball-bearing roller hinges. The upper pivot assembly 
shall be mounted in a recess in the edge of the door. Door 
shall be fitted with a combination keeper and bumper, slide 
latch and coat hook with rubber-tipped bumper. (Door pulls 
and two-pronged coat hooks supplied with outswing doors.) 
Wall and panel brackets shall be manufactured of 12-gauge 
steel, enamelled to match partitions. Chrome-plated brackets 
optional.*** Latches, coat hooks and panel brackets sup¬ 
plied with chrome-plated theft-proof screws. 

finish —all metal parts shall be thoroughly cleaned, leaving 
a phosphate deposit, primed with zinc chromate primer, 
and finished with two coats of baked-on enamel, in colors 
of user’s choice, baked at 420°F. 

*As previously manufactured by W. H. Nicholson and Co. 

♦♦Galvanized bonderized steel, when specified. 

♦♦♦Available at slight additional cost. 
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TYPE AR 

OVERHEAD BRACED 

SPECIFICATIONS—general All toilet com¬ 
partments shall be Type "AR” as manufac¬ 
tured by Robart Partitions, Inc.* 

dividing panels and doors —panels and doors shall be 1" 
thick, fabricated of two sheets of 20-gauge stretcher-leveled 
furniture steel,** assembled over and cemented under pres¬ 
sure to a honeycomb core insulation. Face plates of the 
panels and doors shall have formed edges sealed with 
continuous oval crown locking molding. Molding mitered 
and welded at corners, then ground smooth. 


pilasters—pilasters shall be 134 " thick, 82" high, fabricated 
of two sheets of 20-gauge steel welded together and finished 
in the same manner as panels and doors. Pilasters to be 
internally reinforced with 16-gauge plates to receive stirrups 
for dividing panels. Pilasters to be securely anchored to the 
floor by fittings, providing for vertical adjustment for un¬ 
even floors. 

headrail—pilasters to be securely braced with 1" x 134 " lb- 
gauge steel seamless rectangular tubing, continuous through 
the top of the pilasters which are notched to receive this 
headrail and fastened to pilaster by means of sheet metal 
screws. Headrail shall extend full length of installation and 
over end compartment and fastened into the wall by means 
of a bracket. 

hardware and fittings —standard hardware shall be used 
with doors being mounted on brass chrome-plated brackets. 
Doors shall be equipped with concealed ball-bearing roller 
hinges. The upper pivot assembly shall be mounted in a 
recess in tne edge of the door. Door shall be fitted with a 
combination keeper and bumper, slide latch and coat hook 
with rubber-tipped bumper. (Door pulls and two-prong coat 
hooks supplied with outswing doors.) Wall and panel 
brackets shall be manufactured of 12-gauge steel, enamelled 
to match partitions. Chrome-plated brackets optional.*** 
Latches, coat hooks and panel brackets supplied with 
chrome-plated theft-proof screws. 

finish —all metal parts shall be thoroughly cleaned, leaving 
a phosphate deposit, primed with zinc chromate primer, 
and finished with two coats of baked-on enamel, in colors 
of user's choice, baked at 420°F. 

NOTE —Where economy is a factor, wide door compart¬ 
ments are available with flush panels. Maximum width 34", 
with 32" doors. 134" x 1 %" 16-gauge posts are also available 
in lieu of pilasters. Construction, hardware, fittings and 
finish are same as specified above. 



TYPE ARP 
PANEL TYPE 


SPECIFICATIONS—general —All toilet com¬ 
partments shall be Type "ARP” as manufac¬ 
tured by Robart Partitions, Inc.* 

dividing panels —panels shall be constructed of single 
sheet, 16-gauge St,eel,** with a formed radius molding at 
top and bottom edge. Sheets shall be interlocked and welded 
to rear post. Front of panel shall have a flange for 
attaching the panel to the pilaster by means of self¬ 
tapping screws. 

doors —doors shall be 1" thick, fabricated of two sheets of 
20-gauge stretcher-leveled furniture steel,** assembled over 
and cemented under pressure to a honeycomb core insula¬ 
tion. Face plates of the doors shall have formed edges 


sealed with continuous oval locking molding. Molding 
mitered and welded at corners, then ground smooth, 
pilasters—pilasters shall be 134 " thick, 82" high, fabricated 
of two sheets of 20-gauge steel welded together and finished 
in the same manner as doors. Pilasters to be internally 
reinforced with 16-gauge plates to receive self-tapping screws 
for panel connection. Pilasters to be securely anchored to the 
floor by fittings, providing for vertical adjustment for un¬ 
even floors. 

headrail—pilasters to be securely braced with 1" x 134 " 
16-gauge steel seamless rectangular tubing, continuous 
through the top of the pilasters, which are notched to receive 
this headrail and fastened by means of sheet metal screws. 
Headrail shall extend full length of installation and over end 
compartments and fastened into the wall by means of a bracket. 

hardware and fittings —standard hardware shall be used 
with doors being mounted on brass chrome-plated brackets. 
Doors shall be equipped with concealed ball-bearing roller 
hinges. The upper pivot assembly shall be mounted in a 
recess in the edge of the door. Door shall be fitted with a 
combination keeper and bumper, slide latch and coat hook 
with rubber-tipped bumper. (Door pulls and two-prong 
coat hooks supplied with outswing doors.) Wall and panel 
brackets shall be manufactured of 12-gauge steel, enamelled 
to match partitions. Chrome-plated brackets optional.*** 
Latches, coat hooks and panel brackets supplied with 
chrome-plated theft-proof screws. 

finish —all metal parts shall be thoroughly cleaned, leaving 
a phosphate deposit, primed with zinc chromate primer, 
and finished with two coats of baked-on enamel, in colors of 
user's choice, baked at 420°F. 

NOTE—Where economy is a factor, wide door compartments 
are available with single sheet 16-gauge panels. Maximum 
width 34", with 32" doors. 134" x 16-gauge posts are 
also available in lieu of pilasters. Construction, hardware, 
fittings and finish are same as specified above. 

^As previously manufactured by W. H. Nicholson and Co. 

♦♦Galvanized bonderized steel, when specified. 

♦♦♦Available at slight additional cost. 


c 












































> 


ROBRRT 




11 1 

* 




-—VARIES — *■ 

- - VARIES — *■ 

--VARIES—- 

lI 


V 

/Vi 

zzr.—-V 


—•"j * I* - — 24" -*j x j-«— 24" -»j x J—— 24" -h*»| x | - 

uy~ 


V 


SECTION A-A 


PLAN C 



CLOSED END 
OF HEADRAIL 

-20 GA. STEEL 
y / 16 GA. 

REINFORCEMENT 



l—END PI I ASTER-*] 

-A 


,/y ^ lr ^PILASTER 


PANEL TO WALL 
CONNECTION 


PANEL TO PILASTER 
CONNECTION 






A 





) 





>- PILASTER 
/ PLINTH 

1 AR” FLOOR BRACKET 


/ 


— *14 x VA” 

SELF TAPPING 
SCREW INTO *14 
LEAD 

- EXPANSION 
SHIELD 


FLOOR CONNECTION 



*10 X W 
MACHINE SCREW 
LOCK WASHER 
&’ HEX NLJT 



FLOOR CONNECTION 











































































































































































































































TYPE AR AND ARP • SHOWER 
AND DRESSING COMPARTMENTS 

SPECIFICATIONS—general —All shower and dressing rooms shall 
be Type "AR” or Type "ARP” as manufactured by Robart 
Partitions, Inc.* 

compartments—both flush panel and pilaster, or post and panel shall 
be constructed of the same type material and in the same manner as 
specified for Type AR and ARP toilet compartments. These en¬ 
closures may be furnished with flush metal doors or shower curtains 
with roller curtain hooks. Hooks are provided to roll on standard 
headrail, eliminating special curtain rods. Doors, when required, 
shall be 1" thick, and shall be of the same design and construction as 
specified for flush doors and panels. Metal or wood seats shall be 
supplied to fit the various conditions when specified. Compartments 
may be installed on curb or floor with concealed fastenings. 

finish —all metal parts shall be thoroughly cleaned, leaving a phos¬ 
phate deposit, primed with zinc chromate primer, and finished with 
two coats of baked-on enamel, in user’s choice of colors, baked 
at 420°F. 

*As previously manufactured by W. H. Nicholson and Co. 
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Robart Junior Height Compartments are similar in con¬ 
struction to Type "A” floor braced toilet compartments. 
In keeping with junior size lavatories, it is recommended 


n 



that compartments be kept to 54" in height, with 42" doors 
and panels, with the depth of stall to be 54". For complete 
specifications, refer to Type "A” floor braced compartments. 
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URINAL SCREENS 



WALL MOUNTED SCREEN 


POBPH3T 



TYPE “A” URINAL SCREEN 
wall mounted and 
floor braced 


TYPE “B” URINAL SCREEN 
floor supported and 
overhead braced 


CONCEALED GRAVITY HINGE 
FOR TOILET PARTITION DOORS 


This all new gravity-type hinge is simple, positive, quiet, durable, and is 
standard on all compartment doors. Robart engineers tested this newly 
designed hinge by mounting one, picked at random from the production line, 
°n a 1M inch pilaster and a flush-type toilet enclosure door. The door was 
opened quickly by an air-actuated cylinder and allowed to close smoothly 
and silently oy the action of the gravity hinge. 

After 380,000 cycles of this operation, or the equivalent of 20 times a day 
for more than 52 years, the hinge was removed, disassembled and carefully 
examined. All parts were in perfect condition, without any signs of wear or 
fatigue. On the basis of this test result, we feel safe to say that this new 
hinge in normal use will outlast the life of the toilet compartment. It has no 
springs to wear out, nor does it require added lubricants. 

COMPARE A FEW OF THESE FINE FEATURES 

EASE OF INSTALLATION: Simply and quickly installed as a complete unit 
during erection at the site. No complicated directions to follow. 

SIMPLICITY OF ADJUSTMENT: Only one adjustment to provide any desired 
position of the door when at rest. No cause for special tools or removal from 
the panel. Designed to indicate exactly the door’s position of rest. 

ARCHITECTURALLY ATTRACTIVE: Entire unit concealed inside the door panel 
for neat appearance. No projection of any parts below the bottom edge of the 
panel. Concealment affords protection to working parts against dust, moisture 
and vandalism. 

STRUCTURALLY SOUND: An integral part of the door panel structure. Curled 
ends of hinge column strap butt solidly against the inside of the panel to 
provide additional rigidity. No possibility of panel bending inward when sex 
bolts are tightened. 




HONEYCOMB INSULATION 
Added strength 
Light weight 
Sound deadening 
Perfect lamination 



"SNAP ON" STAINLESS PLINTH 
Cuts installation costs 
Allows for pilaster adjustment 
Rigidity maintained by spring 
tension 

Acid-resistant, polished 
stainless steel 























































































































HARDWARE 


COAT HOOK 

Chrome plated. (No. N-1207) 


COAT HOOK and BUMPER 
Chrome plated. (No. N-1209) 


ROLL TYPE PAPER HOLDER 
Chrome plated. (No. N-1210) 


CABINET TYPE PAPER HOLDER 
Chrome Plated. (No. N-1211) 


PILASTER PLINTH 
Stainless Steel. (No. N-1212) 


N-1240 


DOOR STOP 
Inswing door. Brass. Chrome 
plated. (No. N-1226) 


POST FOOT 
Stainless Steel 


PANEL WALL BRACKET 
Enamelled steel. (No. N-1217) 


PANEL WALL BRACKET 
Enamelled steel. (No. N-1223) 


DOOR BOLT 
Brass. Chrome plated. 
(No. N-1206) 


KEEPER 

Brass. Chrome plated. 
(No. N-1225) 


CONCEALED GRAVITY HINGE 
and RECESSED PIVOT 
Chrome plated. 


No. N-1201 


UUUK 
Aluminum. (No. N-1208) 


WHY YOU CAN RELY ON 


ROBfiRT 


When you specify or order Robart Partitions you 
can be sure of exacting quality, complete service and prompt 
delivery. Robart makes metal toilet partitions only. Orders 
and production are handled on a simple "straight-line” basis. 
From top executives to shipping clerks, experienced personnel 
give their full, personal attention to each order. Nearby sales 
representatives give on-the-spot follow-up to each detail. You 
can really rely on Robart! 


ROBART 


ROBfiRT 

SALES REPRESENTATIVES 


ARK.—J. H. Lammons, 500 E. Markham St., Little Rock 
ARIZ.—Ralph Wilkens Co., P. 0. Box 961, Phoenix 
COLO.—Landes, Zachary & Peterson, 601 S. Jason, Denver 
FLA.—Florida Distributors, P. 0. Box 5026, Jacksonville 7 
Manufacturers Sales Co., 1826 N. Pace Blvd., Pensacola 
Metal Specialties Sales Corp., 46 N. E. 6th St., Miami 
Southeastern Wholesale Dist., 1505 Grand Central, Tampa 6 
GA.— Neill H. Lassiter, Jr., 285 Hunnicutt St., NW, Atlanta 13 
HAWAII—LeWers & Cooke, Ltd., P. 0. Box 2930, Honolulu 2 
ILL.-Sisco, Inc., 9106—31st St., Brookfield 




IND.—Associated Metal Products Corp., 504 Washington St., 

La Porte 

IOWA—Steel, Inc., 127 S. E. 7th St., Des Moines 
KANSAS—Topeka Builders Supply, Inc., P. 0. Box 826, Topeka 
LA.—Bryner-Spranley, Inc., P. 0. Box 12001, New Orleans 24 
Building Service Co., 1245 Texas Ave., Shreveport 
J. Paul Smith Building Specialties, 1604 Scenic Highway, 

Baton Rouge 2 

J. Paul Smith Building Specialties, 127 N. Buchanan St., 
Lafayette 

ME.-Central Supply Co., Box 443, Augusta 
MD.—The Steiner-Fulton Co., 1817 Pierce St., Baltimore 23 
MASS.—Capitol Building Specialties Co., 44 School St., Boston 8 
MICH.-Dover & Co., 651 Hall St., Flint 1 
B. F. Farnell Co., 435 W. Seven Mile Rd., Detroit 3 
MINN.—Sisco of Minn., Inc., 3424 E. Lake St., Minneapolis 
MO.—M.F.G. Associates, 34 N. Brentwood Blvd., St. Louis 
NEBR.—Simpson-Goodwin Co., 4403 Florence Blvd., Omaha 10 
N.J.—Carlin & Steinitz Co., 91 Newark Way, Maplewood 
N.M.—Landes, Zachary & Peterson, P. 0. Box 3245, Albuquerque 
N.Y.—Bradco Products, Inc., 3815 Walden Ave., Lancaster 
Robert H. Link & Sons, 135 Spring St., Rochester 8 

N.C.—Allied Associated Steel Prod. Inc., P. 0. Box 3447, 

Charlotte 3 

OHIO—Acacia Steel Products Co., 324 Salem Ave., Dayton 6 
Virgil H. Roush Co., P. 0. Box 297, Zanesville ^ 

OKLA.—Remco, Inc., 1205 N. Penna. Ave., Oklahoma City 7 
PENNA.—Thomas E. Bergen Co., 1612 Market St., Phila. 3 
Morris Black & Sons, Inc., Third & Union Sts., Allentown 
Harry Mason Co., P. 0. Box 852, Harrisburg 
Seigel & Sweeney, 636 Center Ave., Pittsburgh 
PUERTO RICO—American Agencies, Box 1216, San Juan 6 
TENN.—Harwell & Rosselot, 1596 Madison Ave., Memphis 
Harwell & Rosselot, 1123 Church St., Nashville 
Harwell & Rosselot, 609 Brown Mt. Loop, Knoxville 

TEXAS—Acme Building Specialties, Inc., 1500 California St., 
Houston 

W. G. Gower Co., P. 0. Box 2095, Corpus Christi 
Landes, Zachary & Peterson, 2137 Mill St., El Paso 
McLaury Co., P. 0. Box 13705, Dallas 24 
S. P. Gilbert Co., P. 0. Box 651, San Antonio 
UTAH-T. C. Stayner Co., 2985 S. 2nd St. West, Salt Lake City 
VA.—Montague Betts Co., 1619 Wythe Rd., Lynchburg 
L. C. Tolson Co., 3122 Clay St., Richmond 
Withers Clay Utley, Inc., 424 21st St., Norfolk 10 
WASH.—Foster-Bray Co., Inc., 174 Denny Way, Seattle 9 

WISC.—Architectural Bldg. Prod. Inc., 4609 W. Woolworth Ave., 
Milwaukee 18 
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